






Turn Area Décor upright and lift on to the 
top of the vending machines. Use one per-
son per two machines to lift the assembled 
front panels. Attach front and side corners.

 Straighten Area Décor and mount with self 
taping screws. Check doors on vending ma-
chines to assure free movement. Push up any 
mounting stabilizers that maybe obstructing 
any doors from opening.  

Remove tape from aluminum corner brackets 
and secure attachment with screws.

Lay the panels in front of the machines and space them apart to the appropriate length. Remove protective cover 
from areas that overlap. Attach panels together with mounting clips.  Insert mounting brackets and mounting 
stabilizers into the front Area Décor. Use one (1) mounting bracket and (2) mounting stabilizers per machine. 
Check that the overall length of the assembled Area Décor equals the space between the mounted side panels.

MOUNTING STABILIZERS

MOUNTING BRACKET

MOUNTING CLIPS



INCLUDES (PER SIDE):
#2-2” METAL SCREWS-QTY 7
#3-1/2” WOOD SCREWS-QTY 4
#4-1 3/4”  WOOD SCREWS-QTY 4
#5-FINISHING WASHERS-QTY 4
72” WOOD 2X4 W/BLACK TAPE ON SIDE-QTY 1
24” WOOD 2X4-QTY 2
ALUMINUM CORNER (OUTSIDE TAPED)-QTY1

1. MOUNT 72” 2X4 ONTO MACHINE WITH BLACK TAPE FACING FORWARD AND 
THE TOP EDGE OF 24” 2X4 HORIZONTAL AT 19.5”  AND 71.5”  USE #2-2” METAL 
SCREWS.

2. MOUNT SIDE PANEL INTO 2X4 AT 18” AND 70” FROM FLOOR. MAKE SURE EDGE 
OF  PANEL IS FLUSH WITH THE FRONT OF THE MACHINE. USE #4-1 3/4” WOOD 
SCREWS AND #5-FINISHING WASHERS.


